
The 178 Series Tight Seal Threaded Style Fill Cap is used for the fi ll
port of small storage tanks. It is lockable with a padlock.

The 178DT is made for a drop tube with 2” straight pipe threads and
Buna-N gasket. The 178GSP is labeled “Gauge Stick Port.”

The 178 Iron Caps are powder coated for a more durable fi nish.
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SPECIFICATION SHEET
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SPECIFICATION OPTIONS:

A—Size
B—Body: Brass (BR), Iron (IR)
C—Cap: Brass (BR), Iron (IR) AL (Aluminum)
Weight—Shipping Weight

I.D. NUMBER A B C Weight

178---0100 AC 2” IR IR 2

178---0200 AC 2” IR BR 2

178---0300 AC 2” BR IR 2

178---0400 AC 2” BR BR 2.25

178---0700 AC 2.5” BR IR 2.25

178---0900 AC 3” IR IR 4.5

178---1000 AC 3” IR BR 4.25

178---1100 AC 3” BR IR 4.25

178---1200 AC 3” BR BR 4.25

178---1300 AC 4” IR IR 6.75

178---1400 AC 4” IR BR 7

178---1500 AC 4” BR IR 7

178---1600 AC 4” BR BR 7

178DT-0300 AC 2” BR IR 2

178DT-0400 AC 2” BR BR 2.25

178GSP0100 AC 2” BR AL 1
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